
o 

fa 



o 
O 

tSJD 



1 





UE INITIALIZES COMMUNICATION CONNECTION AND SENDS 
PACKET BASED DATA TRANSMISSION PROTOCOL CONTEXT 
REQUEST TO (MOBILE) COMMUNICATION NETWORK CONNECTED 
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COMMUNICATION CONTROL ELEMENT RECEIVES REQUEST 
FROM UE AND TRANSMITS A REQUEST FOR AUTHORIZING 
CONNECTION PARAMETERS (QoS) AND RESOURCES TO POLICY 
CONTROL ENTITY 
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POLICY CONTROL ENTITY DECIDES ON THE BASIS OF USER 
SUBSCRIPTION PROFILE AND/OR APPLICATION SERVICE 
INFORMATION ON CONNECTION PARAMETERS AND AVAILABLE 
SERVICES FOR THE COMMUNICATION CONNECTION 
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POLICY CONTROL ENTITY GENERATES AND SENDS TO 
COMMUNICATION CONTROL ELEMENT DECISION (DEC) MESSAGE 
COMPRISING THE AUTHORIZED CONNECTION PARAMETERS AND 
SERVICES AS WELL AS AN INFORMATION PORTION CONCERNING 
FURTHER AUTHORIZATION FOR FLOWS IN THE SERVICES 
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COMMUNICATION CONTROL ELEMENT PROCESSES DEC 
MESSAGE, ENFORCES AUTHORIZATION DECISION AND 
DETERMINES SERVICE(S) FOR WHICH AUTHORIZATION IS 
CONTROLLED BY POLICY CONTROL ENTITY AND SERVICE(S) FOR 
WHICH POLICY CONTROL ENTITY DOES NOT FURTHER CONTROL 
AUTHORIZATION 
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COMMUNICATION CONTROL ELEMENT RECEIVES A FLOW IN A 
SERVICE AUTHORIZED FOR THE COMMUNICATION CONNECTION 




COMMUNICATION CONTROL 
ELEMENT ADMITS FLOWS OF 
SERVICE IN QUESTION WITHOUT 
CUNSULTING POLICY CONTROL 
ENTITY FOR AUTHORIZATION 
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COMMUNICATION CONTROL ELEMENT REQUESTS 
FOR AUTHORIZING CONNECTION PARAMETERS 
FOR FLOW OF SERVICE IN QUESTION 
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POLICY CONTROL ENTITY DECIDES ON 
CONNECTION PARAMETERS FOR SERVICE IN 
QUESTION AND SENDS DEC MESSAGE 
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COMMUNICATION CONTROL ELEMENT PROCESSES 
DEC MESSAGE AND ENCFORCES AUTHORIZATION 
DECISION 
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